
12'-0" 12'-0"

ELEVATION VIEW

PLAN VIEW

DETAIL

SIDE VIEW

FRONT VIEW SIDE VIEW

PLAN VIEW

ELEVATION VIEW

ELEVATION VIEW

SECTION DETAIL

8"

(2
03

 m
m

)

1 
1/

2"
 (3

8 
m

m
)

(3
8 

m
m

)

COUNTERSINK
2"ÿx1 1/2"

1"x6 1/2" PIPE

SLEEVE WELD
TO REBAR

1'-6"(4
57mm)

5"
5"

2"
 (5

1 
m

m
)

2" (5
1 mm)

(22 mm)
DIA. HOLE

3/4"x12"
(19x305 mm)
CARRIAGE
BOLT W/NUT

7"
9"

1 
1/

2"
 (3

8 
m

m
)

3'
-6

" 
(1

06
7 

m
m

)

2"

(51 mm)

CONCRETE 
POST

#4 REBAR

L=8', 10', OR 12' (2.44, 3.05, OR 3.66 m)

1'-6"
1'-6"

2" (51 mm)

2"
 (5

1 
m

m
)

SEE BID SCHEDULE FOR L.

4 x 10 (102 x 254 mm)

CONCRETE POSTS

8"x10"x4'-5" (203x254x1346 mm)

4" (102 mm)

10"

4"
 (1

02
 m

m
)

2"
 (5

1 
m

m
)

4" (102 mm)
2" (51 mm)

8"

3"x8"x12'-0"
(76x203x3658 mm)

ROUGH SAWN

4'
-5

" 
(1

34
6 

m
m

)

2'
-6

"
1'

-0
"

8"
3"

 (7
6 

m
m

)

1"
 (2

5 
m

m
)

(102 mm)

6"

2"
 (5

1 
m

m
)

COUNTERSINK
FOR NUT AND
WASHER 1 3/4"
ÿx1" DEEP

(19x292 mm)
MACHINE BOLT W/
WASHERS (2 REQ.)

TYPE 2

TYPE 1

TYPE 3

1/2" (13 mm) NUT 
W/WASHER; COUNTERSINK
1/2" (13 mm), SAW ROD
OFF FLUSH & PEEN END.
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NOTE:

1. THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.
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